A%n‘PAVONESSTEMl HR cXiHie} DAT 1400 Analog + Profinet

TRATReHRT & Jer S » UL « EAC « OIML

\ .

Fo eIITIER € 1400 TrT + PROFINET IicRfes oiuee, e I Ua exAfel qefids 3R Taffier ATg & ot AR garg WHRIE & 019 | ¥ 1400
TR + PROFINET Uah Gt @RE 9 31dhe™ SauTs 8 | afife afdrerdl i SireT T et & # 9 &: TR SYC ale(cst a1 axaHT, JRU a8t Sidhe sies
1 datalogger BRI HRA B M BRI (485 0 AR IRTeH @t SYRT) | $b ST, optimation Johe TTRTITR MY ST T TARE B HERC-INY AL,
Rrfiex Jefl, sferier @it iR siftRef wfif &t FRRM & 30 # WS 3 FYYER | FHH FHRAT 2, REEH B @ AR A aa & | Optimation HihedaR
Pavone \if{eA & WY 311e & &R gor qRRR0T a5 H1e RefeH o TR I R |

J

Software Optimation 1.11.22: optimation_weighing_software.zip
Profinet GSD file (NIC50): profinet_nic50_gsd.zip
Profinet GSD file (NETX90): profinet_netx90_gsd.zip

PAVONE SISTEMI S.R.L.
Via Tiberio Bianchi 11/12/13, 20863 Concorezzo (MB), 3ceit

T (+39) 039 9162656 F (+39) 039 9162675 W pavonesistemi.com/hi
1963 & 91% ¥ AR{CH NEANTh o hexTHfnd aor



https://www.pavonesistemi.com/hi
https://www.pavonesistemi.com/app_data/docs/products/software/optimation_weighing_software.zip
https://www.pavonesistemi.com/app_data/docs/products/files_gsd/profinet_nic50_gsd.zip
https://www.pavonesistemi.com/app_data/docs/products/files_gsd/profinet_netx90_gsd.zip
https://www.pavonesistemi.com/hi

A

‘i'n‘PAVONESISTEMI

Teh-tast AR

N\

HR cXigHeY DAT 1400 Analog + Profinet

TRATReHRT & Jer S » UL « EAC « OIML

T I Fetee: certification available on request

A1q i -3.9 + +3.9 mV/V

Y HagTeiea: 0.02 uV/count

T2 3R W ¥R linearity: <0.01%

A JETa: <0.001% FS/°C

RIA: 6 digit, 7-segment LED red, height 14mm

g / €t FaREX: 24 bit

JAeRfF Hhe: > 16.000.000 points

ThIER AR 5 Vdc (max 8 -350 Ohm- load cells)

Hd TefREY e 12 + 1000 Hz

st Here # <@ 51 e 999999

St qe@ (=IF): x1, x2, x5, x10, x20, x50

I settable S¥aa: 0+4

RS ATIAT: -10 + + 50 ° C (humidity max 85% no condensation)
WSROI TATGHT: -20 + +70°C

Bl 0.5 + 1000 Hz

TR SSTYC: 2 opto-isolated; MAX 24 Vdc/100 mA each

TR I 2 opto-isolated 24 Vdc PNP (external power supply)
HYAIP TEE: 1 USB device + 1 RS232C + 1 RS485/Fieldbus; ASCII or Modbus RTU protocol
PIS TATANT MSTYE linearity: <0,02%

RAA TATANT SMMSCYC FB14: 0,001% FS/°C

et @it sgRafs 12-24 Vdc +15% - Power consumption 5 W

Microcontroller:

SeT A

RS AT

PAVONE SISTEMI S.R.L.

ARM Cortex MO0 + 32 bit 256KB Flash reprogrammable onboard from USB
64 Kbytes expandable up to 1024 Kbytes

EN61000-6-2, EN61000-6-3 for EMC; EN61010-1 for Electrical Safety
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Load cell signal 2 -

Load cell signal 2 + Si
Load cell signal 1 +

Load cell signal 1 - S

+ Sense

Load cell power sup + 2

Load cell power sup -

Common input
+ Input 2

IR

Common output

Output N1
- Analog output
+ Analog output V

+ Analog output |
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Ethernet/IP
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Ethernet

Serial communication interface
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